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1. Einleitung  

 
Doppelrohr-Armaturen von +GF+ Rohrleitungssysteme werden als einbaufertige 
Systemeinheit geliefert und analog einem Doppelrohrfitting verarbeitet. 
 
Das Prinzip der Doppelrohr-Verbindungstechnik von +GF+ basiert darauf, dass zuerst die 
Innenleitung nach der von Ihnen gewählten Verbindungstechnik verbunden wird. Folgende 
Verbindungstechniken und Materialien stehen zur Auswahl: 
 
Verbindungstechnik Innenleitung Material 
Stumpfschweissen PE100, PP-H, PVDF 
IR-Schweissen PE100, PP-H, PVDF 
Muffenschweissen PE80, PP-H, PVDF 
Muffenkleben PVC-C, PVC-U 
 
 
Nachfolgend ist die Installation und Druckprüfung der CONTAIN-IT Plus Mechanischen 
Trennung beschrieben. 
 
 

 

DE



  

  3/19 

2. Aufbau CONTAIN-IT Plus Mechanische Trennung 

 
 

 
 
 
 
 

1. Schutzgehäuse 
2. Verschraubung 
3. Einschraubteil 
4. Einlegteil 
5. Überwurfmutter Schutzgehäuse 
6. Distanzhalter 
7. Anschluss für ½ Zoll Leckageüberwachung oder PVC-U ½ Zoll Stopfen 
8. Abstützungen PE 
9. O-Ring zum PE-Anschlussteil 

10. O-Ringe zum Einlegteil / Einschraubteil 
11. Durchgangsbohrung für die Leckageüberwachung der Innenleitung 
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3. Installation 

Bevor die CONTAIN-IT Plus Mechanische Trennung in Betrieb genommen werden kann, 
sind die folgenden 4 Schritte zum Einbau notwendig: 

 Schritt 1: Einbau der CONTAIN-IT Plus Mechanischen Trennung 

 
 
Zuerst wird das Innenrohr der CONTAIN-IT Plus Mechanischen Trennung mit dem Innenrohr 
der Doppelrohrleitung verbunden. Bitte beachten Sie die jeweiligen Wartezeiten nach der 
Schweiss- bzw. Klebeverbindung, welche in den GF Planungsgrundlagen unter dem Kapitel 
„Verbindungstechnologie“ beschrieben sind. Nach Beendigung der Verbindung der 
Innenleitung folgt die Druckprüfung. Vor der Druckprüfung die in Schritt 2 beschriebenen 
Vorbereitungen vornehmen. Im Anschluss an diese Vorbereitungen kann die Druckprüfung 
gemäss den Angaben in Schritt 3 gemacht werden.  
 

 
 

Einbau der mechanischen Trennung 

Befestigung der mechanischen Trennung
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 Schritt 2: Vorbereitung der Druckprüfung 

 
 
Vorgehensweise: 

1. Lösen Sie die Überwurfmuttern 
des Schutzgehäuses beidseitig 
und schieben Sie diese und das 
Einlegteil zur Seite. 
 (Abbildung 1). 

 
Abbildung 1 

2. Drehen Sie das Einschraubteil 
heraus (Linksgewinde!) und 
schieben Sie dieses zur Seite.  
(Abbildung 2). 
 

Hinweis:  
Verwenden Sie hierzu den 
Zapfenschlüssel.(00 23 90).  

Abbildung 2 
3. Schieben Sie das Gehäuse zur 

Seite. Die Verschraubung ist nun 
zugänglich (Abbildung 3). 

 
Abbildung 3 

Öffnen des Gehäuses 
 
Durch den Aufbau von Innendruck können die 
gelösten Gehäuseteile zu Verletzungen / 
Beschädigungen führen. 
 
• Vor dem Öffnen des Gehäuses muss jeglicher 

Innendruck abgelassen werden
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 Schritt 3: Druckprüfung der Innenleitung 

 
 
Vorgehensweise: 

1. Öffnen Sie das Schutzgehäuse (Schritt 2), um eine mögliche Leckage während der 
Druckprüfung feststellen zu können. 

2. Die Druckprüfung ist mit Wasser oder ungefährlichen Medien durchzuführen. Siehe 
dazu DVS 2210-2 mit Hinweis auf DVS 2210-1, Beiblatt 2. 

 
Nach erfolgreicher Druckprüfung folgt nun Schritt 4: 
 

 Schritt 4: Zusammenbau der CONTAIN-IT Plus Mechanischen Trennung 

 
1. Schieben Sie das Gehäuse über die 

Verschraubung. (Abbildung 4). 

 
Abbildung 4 

2. Schrauben Sie das Einschraubteil in 
das Schutzgehäuse (Linksgewinde!) 
(Abbildung 5).  

 
 Hinweis:  
 Verwenden Sie hierzu den 
 Zapfenschlüssel (00 23 90). 

 
Abbildung 5 
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3. Positionieren Sie das Einlegteil und 
verschrauben Sie die 
Überwurfmuttern auf beiden Seiten. 
Ziehen Sie diese mit einem 
geeigneten Schlüssel an.    
(Abbildung 6). 

 
Abbildung 6 
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4. Wartung bzw. Austausch der Dichtung 

 

4.1. Öffnen des Schutzgehäuses 

Vorgehensweise: siehe Kapitel 3 - Schritt 2 
 

4.2.  Austausch der Dichtung 

1. Überwurfmutter lösen 
2. Dichtung austauschen 
 
Beachten Sie hierzu die Hinweise in den +GF+ Planungsgrundlagen. 

Öffnen des Gehäuses und der mechanischen 
Trennung 
 
Unkontrolliertes Austreten des Mediums an 
Rohrleitung oder Verschraubung, evtl. unter 
Druck. Der Kontakt mit Rückständen von 
gefährlichem, aggressivem, entflammbarem 
oder explosivem Medium in Rohrleitung oder 
Verschraubung kann zum Tod oder zu ernsten 
Verletzungen führen. 
 
• Kontroll- und Betriebsdruck ablassen 
• Medium vollständig aus dem Gehäuse 

ablassen (sowohl aus der Medium- führenden 
Innenleitung als auch der Aussenleitung) 

• Innen- und Aussenleitung durchspülen 
• Tropfschutz 
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5.  Ersatzdichtungen für die CONTAIN-IT Plus Mechanische Trennung 

5.1. PE-Anschlussstutzen (siehe S.3  Nr. 9) 

 
Dimension Code EPDM Code FPM Dimension 
d20/50 – d25/50 748 410 119 749 410 119 5.34mm x 71.39mm 
d32/63 748 410 123 749 410 123 5.34mm x 91.44mm 
d40/75 – d63/110 748 410 254 749 410 254 7.0mm x 108.0mm 

5.2. Einschraubteil / Einlegteil (siehe S.3  Nr. 10) 

Dimension Code EPDM Code FPM Dimension 
d20/50 – d25/50 748 410 111 749 410 111 5.34mm x 104.37mm 
d32/63 748 410 249 749 410 249 5.34mm x 123.19mm 
d40/75 – d63/110 748 410 258 749 410 258 7.0mm x 146.1mm 

5.3. Verschraubungen (siehe S.3 Nr. 2) 

 
Dimension Code EPDM Code FPM Dimension 
d20/50 748 410 006 749 410 006 3.53mm x 20.22mm 
d25/50 748 410 007 749 410 007 3.53mm x 28.17mm 
d32/63 748 410 008 749 410 008 3.53mm x 32.93mm 
d40/75 748 410 009 749 410 009 5.34mm x 40.65mm 
d50/90 748 410 010 749 410 010 5.34mm x 46.99mm 
d63/110 748 410 011 749 410 011 5.34mm x 59.49mm 
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1. Introduction  

 
Double containment valves from +GF+ Piping Systems are supplied as a ready-to-install 
system unit and the jointing technology used is similar to that for a double containment fitting.  
The concept is that the inner pipe is first joined according to the jointing technology which 
you have selected. The following jointing methods and materials can be chosen from:  
 
Jointing methods for inner pipe Material 
Butt fusion PE100, PP-H, PVDF 
IR fusion PE100, PP-H, PVDF 
Socket fusion PE80, PP-H, PVDF 
Solvent cementing PVC-C, PVC-U 
 
 
The installation of the CONTAIN-IT Plus Mechanical Joint is described in this manual. 
 

EN 
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2.  Design of the CONTAIN-IT Plus Mechanical Joint 

 
 

 
 
 
 
 

1. Protective housing 
2. Union 
3. Union bush 
4. Union end 
5. Union nut of the protective housing 
6. Spacer 
7. Adaptor for ½ inch leak detection or PVC-U ½ inch plug 
8. Support piece PE 
9. O-Ring connecting element PE 

10. O-Rings union bush / union end 
11. bore-hole for leak detection of inner pipe 
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3. Installation 

Before putting it into operation, the following 4 steps are required to mount the CONTAIN-IT 
Plus Mechanical Joint: 

 Step 1: Installation of the CONTAIN-IT Plus Mechanical Joint 

 
 
First the inner pipe of the CONTAIN-IT Plus Mechanical Joint is joined with the inner pipe of 
the double containment pipe system. It is important to abide by the waiting times after fusion 
or cementing as indicated in the chapter on “Jointing Technology“ in the Planning 
Fundamentals. When joining of the inner pipe has been completed, the pressure testing must 
be done. Please make the necessary preparations as described in Step 2 prior to pressure 
testing. When these preparations have been made, pressure testing may begin according to 
the instructions in Step 3. 
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 Step 2: Preparing for pressure testing 

 
 
Procedure: 

1. Loosen the union nuts of the 
protective housing and move 
them aside. 
 (Fig. 1). 

 
Fig. 1 

2. Unscrew the union bush (left-
hand thread!) and move it aside. 
(Fig. 2). 
 

Note:  
The use of a pin wrench is 
recommended. 
(00 23 90).  

Fig. 2 
3. Move the protective housing 

aside. The union is now 
accessible. (Fig. 3). 

 
Fig. 3 

Removing the protective housing 
 
A build-up of internal pressure may cause the 
unfixed housing parts leading to injury and / or 
damage. 
 
• Before removing the housing, any internal 

operating or test pressures must be released
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 Step 3: Pressure testing the inner pipe 

 
Procedure: 

1. Check to make sure the protective housing is open (cover removed) to determine if 
there is leakage during the pressure testing. 

2. The pressure test must be performed with water or another non-hazardous medium. 
See DVS 2210-2 with reference to DVS 2210-1, Suppl. 2 

 
When the pressure test has been successfully completed, proceed to Step 4: 

 Step 4: Assembling the CONTAIN-IT Plus Mechanical Joint 

4. Move the protective housing over the 
ball valve. (Fig. 4). 

 
Fig. 4 

Screw the union bush (left-hand 
thread!) into the protective housing 
and tighten it. (Fig. 5).  
 
Note:  
The use of a pin wrench is 
recommended (00 23 90). 

 
Fig. 5 

Pressure testing 
 
Using hazardous media for pressure testing 
may put the installation at risk and cause 
physical damage or bodily harm in case of 
leakage. 
 
• The pressure test must be performed  

using non-hazardous media (e.g. water) 
and with due care and attention in handling 

• Please pay attention to the instructions in 
the planning fundamentals 
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5. Reposition the union end and tighten 
the union nuts on both sides with an 
adequate wrench. (Fig. 6). 

 
Fig. 6 
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4. Maintenance of the union 

 

4.1. Opening the protective housing 

Procedure: see chapter 3 - step 2 

4.2. Replace O-ring 

Procedure: 
1. Loosen the union nuts 
2. replace the O-ring 

 
Please refer to the +GF+ planning fundamentals 

Opening the protective housing and 
union 
 
Uncontrolled leakage of medium may occur 
from the pipeline or the mechanical joint both 
with and without pressure. Contact with any 
remaining quantities of hazardous, 
aggressive, flammable or explosive media 
within the pipeline or the mechanical joint 
may cause death or serious injury. 
 
• Release the control and operating 

pressures 
• Completely drain the medium from 

protective housing (the medium-conducting 
inner pipe as well as the outer pipe) 

• Rinse the inner and outer pipes 
• Protect against dripping 
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5. Spare part seals for the CONTAIN-IT Plus Mechanical Joint 

5.1. PE-connecting element (see p.9  No. 9) 

 
Dimension  Code Code FPM Dimension 
d20/50 – d25/50 748 410 119 749 410 119 5.34mm x 71.39mm 
d32/63 748 410 123 749 410 123 5.34mm x 91.44mm 
d40/75 – d63/110 748 410 254 749 410 254 7.0mm x 108.0mm 

5.2. Union end / union bush (see p.9  No. 10) 

Dimension  Code Code FPM Dimension 
d20/50 – d25/50 748 410 111 749 410 111 5.34mm x 104.37mm 
d32/63 748 410 249 749 410 249 5.34mm x 123.19mm 
d40/75 – d63/110 748 410 258 749 410 258 7.0mm x 146.1mm 

5.3. Union (see p.9  No. 2) 

Dimension  Code EPDM Code FPM Dimension 
d20/50 748 410 006 749 410 006 3.53mm x 20.22mm 
d25/50 748 410 007 749 410 007 3.53mm x 28.17mm 
d32/63 748 410 008 749 410 008 3.53mm x 32.93mm 
d40/75 748 410 009 749 410 009 5.34mm x 40.65mm 
d50/90 748 410 010 749 410 010 5.34mm x 46.99mm 
d63/110 748 410 011 749 410 011 5.34mm x 59.49mm 
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